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Video hookup cables
with F connectors

These cables are commonly used to connect a
VCR, cable box or satellite receiver to the
antenna jack of a TV. Each has an F connector
at each end that fits the round, threaded F jacks
on VCRs, satellite receivers, TVs, cable boxes
and splitters.
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(1) Gold Series cable with
screw -on F connector at
each end.
3 -ft. #15-1541

6 -ft. #15-1542
12 -ft. #15-1543

(2) Gold Series cable with
push -on F connector at
each end.
3 -ft. #15-1515
6 -ft. #15-1516
12 -ft. #15-1517

(3) Gold Series cable with
straight push -on F
connector at one end and
a right-angle push -on F at
the other.
6 -ft. #15-1514

(4) RG-6 coax cable. Screw -
on F connector at each end.
1 -ft. #15-1590
2 -ft. #15-1552

Patch cable ideal for a subwoofer

Gold Series subwoofer cable.
12 -ft. dual -shielded cable has
one gold-plated RCA plug at
each end. Gold plating resists
corrosion to provide a
dependable connection.
#15-1599

For better audio and
video hookups,
go for the gold!

RadioShack's Gold Series cables, adapters
and splitters have 24 -karat gold-plated
contacts to assure maximum reliability

and minimum signal loss.
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Gold Series audio/video cables
with RCA (phono) plugs

(5) Gold Series single cable
with one RCA plug at each
end. Use to connect the video -out
jack on a VCR, DVD player o
satellite receiver to the video input
jack on a N.
3 -ft. #15-1518

6 -ft. #15-1519

12 -ft. #15-1520

(6) Gold Series stereo
audio/video cable with three
RCA plugs at each end. to
connect the video -out and stereo
audio -out jacks of a stereo VCR,
DVD player or satellite receiver to
the video and stereo audio inputs
of a TV or home theater receiver.
3 -ft. #15-1507

6 -ft. #15-1508

12 -ft. #15-1509

(7) Gold Series stereo -to -mono
VCR dubbing cable. Three RCA
plugs at one end, two at the- other. Use to connect a stereo
VCR to a mono VCR when
copying tapes. 6 feet long.
#15-1521

High -quality stereo
patch cables
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Stereo patch cables. Strong, flexible audio cable has
two gold-plated RCA plugs at each end. Shielded.
3 -ft. #15-2420
6 -ft. #15-2421

12 -ft. #15-2422
20 -ft. #15-2423

Premium -quality
stereo cables
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Gold Series audio/video
cables with S -Video

(8) Gold Series stereo
audio/video cable with
S -Video. One S -Video and two
RCA plugs at each end. Use with
DVD, satellite TV and a TV
equipped with S -Video jacks for
best picture.
3 -ft. #15-1576

6 -ft. #15-1577

12 -ft. #15-1578

(9) Gold Series S -Video cable.
One gold-plated S -Video
connector at each end.
6 -ft. #15-1510
12 -ft. #15-1503

Component (RGB) video cables

Picture this!
Move closer to

studio -quality images
DVD video is originally recorded in

component video signals which are used
in the broadcasting industry. Compared

with S -Video and composite video
signals, component video signals

reproduce a picture image that's very
close to original sources. Connected to a
monitor with component video inputs,
DVD players can get you closer to that

studio -quality picture.

Gold Series component/RGB video cables.
Premium wide -bandwidth RG-6 cables with three
24k gold-plated RCA phono plugs at each end,
color -coded to make correct hookup easy. Use it
for any RGB (Red -Green -Blue) component video
hookup, such as connecting a progressive -scan
DVD player to a video monitor with RGB jacks. It
also connects many new video game consoles.
6 -ft. #15-1563

12 -ft. #15-1564

Gold Series patch cable. Double -shielded cable
with solid inner conductor and one high-
performance, gold-plated RCA plug at each end.
Top choice for DVD and home theater audio
hookups, PCM digital audio.
3 -ft. #15-2401
6 -ft. #15-2402
12 -ft. #15-2403


