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Headphone and audio plug adapters-RadioShackhasit
In -line plug adapters-widest selection you'll find anywhere

(1) Accepts 'A" mono plug. Fits %*
stereo jack. Use to combine left and
right -channel signals from a stereo
headphone jack. #274-1520

(2) Accepts V mono plug. Fits X"
mono jack. For custom hookups such as
connecting a mic with A" plug to a 'A" mic
jack. #274-047

(3) Accepts X" mono plug. Fits 'A"
mono jack. Gold-plated jack and plug.
#274-885

(4) Accepts X" mono plug. Fits phono
(RCA) jack. Gold plated, #274-1520

(5) Accepts 'A" stereo plug. Fits 'A"
mono jack. Use a stereo headset that has
a A' plug with a shortwave radio or other
device that has a A" mono headphone
jack. #274-360

(6) Accepts 'A" stereo plug. Fits X'
mono jack. Connect a stereo headset to
scanner, CB or recorder with A" mono
headphone jack. Gold plated. #274-870

(7) Accepts 'A" stereo plug. Fits 'A"
stereo jack. Connect a stereo headphone
that has a A" plug to a 'A" stereo
headphone jack. #274-366
(8) Gold version of #274-366. #274-875

(9) Accepts 'A" mono plug. Fits X'
mono jack. For custom hookups such as
connecting a mic with 'A" plug to a A" mic
jack. #274-325

(10) Accepts 'A" mono plug. Fits X'
stereo headphone jack. Combines left
and right channels #274-363

(11) Accepts Au mono plug. Fits RCA
jack. Gold plated. #274-871

(33) Accepts two %" mono phone
plugs. Fits phono (RCA) jack. Gold
plated. #274-890

(34) Accepts two mono plugs.
Fits A" mono phono jack. For custom
hookups like connecting two mics to one
mic jack. Gold plated. #274-892

(35) Accepts two 'A" stereo plugs. Fits
'A" stereo jack. Share the music. Connects
two full-size stereo headphones to a
'A" stereo headphone jack. Gold plated.
#274-894

Accepts two 'A" stereo plugs. Fits
'" stereo jack. Gold plated. #274-888

(36) Accepts two 'A" mono plugs.
Fits %" stereo jack. Gold plated.
#274-895

Accepts two 'A" mono plugs. Fits
'" mono jack. For custom uses such as
connecting two mics to one jack or two
mono headsets to one A" jack. #274-310

Accepts two 'A' mono plugs. Fits
'" stereo jack. #274-375

(12) Accepts 'A" stereo plug. Fits
(12) phono (RCA) jack. #274-387
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(13) Accepts 'A" stereo plug. Fits
%" mono jack. Use a stereo headset
with a shortwave radio, recorder or other
device with 'A mono jack. #274-348

(14) Accepts 'A" stereo plug. Fits X"
stereo jack. Use a lightweight stereo
headset with equipment having a A'
stereo headphone jack. #274-367
(15) Gold version of #274-367.
#274-876

(16) Accepts 'A" mono plug. Fits 'A"
stereo jack. Provides monaural output
from stereo headphone jack. #274-374

(17) Accepts V stereo plug. Fits 3i"
mono jack. Use stereo headset with
mono device such as a CB, scanner or
tape recorder. #274-368

(18) Gold version of #274-368.
#274-882

(19) Accepts phono (RCA) plug. Fits
X" mono jack. For custom hookups
such as connecting a patch cord to a
recorder's microphone jack. #274-320
(20) Gold version of #274-320.
#274-884

(21) Accepts phono (RCA) plug. Fits
'A" stereo jack. Use to combine left and
right -channel signals from a A' stereo
headphone jack. #274-365

(22) Accepts phono (RCA) plug. Fits
'A" mono jack. For custom hookups
such as connecting a patch cord to a
recorder's mic or aux input. #274-330
(23) Gold version of #274-330.
#274-897

Y -adapters

(37) Accepts two A:" stereo plugs. Fits
%" stereo jack. Gold plated. #274-948

Accepts two le stereo plugs. Fits Ya"
stereo jack. Gold plated. #274-945

Accepts two Y32" stereo plugs. Fits 'A'
stereo jack. Gold plated. #274-946

Accepts two 3 2" mono plugs. Fits 3i2"
mono jack. Gold plated. #274-947

(38) Accepts two 'A" stereo plugs.
Fits 'A" stereo jack. Share the music.
Connect two lightweight stereo
headphones to one 'A" stereo headphone
jack #274-313

(39) Gold version of #274-313.
#274-879

(41)

(40) Accepts two phono (RCA) plugs.
Fits X" mono jack. For custom hookups
such as connecting a stereo patch corc to
a mono mic or headphone jack. #274-304

(41) Gold version of #274-304.
#274-880
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(24) Accepts phono (RCA) plug. Fits 'A"
stereo jack. Useful for recording in mono
from a IA" stereo headphone jack.
#274-378

(25) 3 -piece mono adapter set. Adapts
phono plug, A' phone plug or a M2"
phone plug to fit A" mono jack. #274.359

(26) 4 -piece gold-plated headphone
adapter set. Adapts two 'A" stereo plugs
to fit 'A" stereo jack, 'A" stereo plug to fit
'A" mono jack, 'A" stereo plug to fit A"
stereo jack, A" stereo plug to fit A" stereo
jack. #274-899

Hard -to -find
A2 " in -line plug adapters

(27)

(27) Accepts %2" (submini) mono plug.
Fits 'A' mono jack. Connects an
earphone with %," plug to 'A" mono
headphone jack on a recorder, transistor
radio, TV, CB or scanner. #274-328

(28) (29) (30)
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Fig. Accepts Fits Cat. No

28 A" stereo plug 1A:" stereo jack 274-373

29 A" stereo plug / " mono jack 274-381

30 'A" mono plug A," mono jack 274-327

31 A," stereo plug f-" stereo jack 274-397

32 %" mono plug 'h," stereo jack 274-398

.
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(42) Accepts two phono (RCA) plugs.
Fits X" stereo headphone jack.
Separates left and right signals from
a stereo headphone jack. Gold plated.
#274-893

(43) Accepts two phono (RCA) plugs.
Fits 'A" mono jack. For custom hookups
such as connecting a stereo patch cord to
a 'A" headphone or mic jack on a recorder.
Gold plated. #274-889

(44) Accepts two phono (RCA) plugs.
Fits A" stereo jack. #274-369

(45) Accepts 2 phono (RCA) plugs. Fits
%" stereo jack. Gold plated. #274-883

46) (4,1P((48) (49)

Fig. Accepts Fits Cat. No.

46 Three phono plugs - 274-511

47 Two phono plugs Phono jack 274-303

48 Two phono plugs Phono jack 274-881

49 Two phono plugs Phono jack 274-501

Ask your RadioShack store associate for information on large -quantity discounts.


