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Get the Beslomnections
Whether you're connecting a home stereo
or installing a professional -level PA system,

we've got the pieces you need to bring
it all together for great sound.

Q&A
QUESTION:

What's the difference
between audio plugs?

ANSWER:

Phone plugs are commonly used on headphone,
microphone and musical instrument cords. Available in 'A"
(6.35mm), 'A" (3.5mm) and (Or" (2.5mm) sizes. RadioShack
stocks stereo (3 -conductor) and mono (2 -conductor) types
and the matching sockets, called jacks.

N" Phone Plug
3 -conductor (stereo)
plug is shown.

Phone Plug
Also called mini
plug. A 2 -conductor
(mono) plug is shown.

A monaural plug
does not have

this band.

N2" Phone Plug
Also called submini plug.
A 2 -conductor (mono)
plug is shown.
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Phono (RCA) Plugs
Used primarily for "line -level" audio or video hookups and for
speakers. For example, a shielded cable with phono plugs is
used to connect a CD player to a stereo receiver.
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Phono Plug Phono Jack
Also called RCA plug Also called RCA jack

XLR Connectors
Used in custom "pro" audio hookups to connect microphones
to PA amps, mixers or extension cords. These hookups are
balanced, which helps cut noise and hum pickup.

XLR Plug
Used in "pro"
microphones, PA and
audio components.

XLR Jack
Used in "pro"
microphones, PA and
audio components.

XLR audio connectors

3 -pin XLR in -line jack. For custom "pro" audio hookups
and building extension cords for balanced -type
microphones. #274-011

(1) (2)

(1) Female -to -female 3 -pin XLR adapter. Perfect for
"pro" audio hookups and when adding another cable to
extend your mic's reach. loins two male plugs. #274-014

(2) Male -to -male 3 -pin XLR adapter. Connects two
female XLR jacks. #274-015
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(3) 3 -pin XLR plug. For "pro" public address and audio
hookups #274-010

(4) 3 -pin XLR panel -mount jack. #274-013

(5)

CB and -lam mic plugs

(6) (7)

(5) 8 -pin Ham microphone plug. Fits microphone input
jack of many Amateur Radio transceivers. #274-025

(6) 4 -pin panel -mount jack. Used as microphone input
jack on some CB radios and other transceivers. #274-002

(7) 4 -pin mic plug. Fits #274-002. #274-001

"Car radio" plug and jack

Solderless Motorola -type plug. Fits antenna jack of
some older car radios and radio scanners. #274-709
Solderless Motorola -type in -line jack.
(Not shown.) #274-710

XLR mic adapters and cables

(8) jack-to-A3M XLR plug adapter/transformer.
Connects a mic cable with A" plug to an amplifier, mixer
or sound system that has an XLR input jack. #274-017

(9) A3F XLR jack -to -Y." plug adapter/transformer.
Connects a m c cable with XLR plug to sound equipment
that has a A" input jack. #274-016

(10) 15 -foot XLR microphone extension cable.
3 -wire shielded cable with XLR plug at

one end, XLR jack at the other. #33-4002

(11) 16 -ft. XLR to 'A" plug microphone cable. Locking
XLR plug at one end, gold-plated VJ" phone plug at the
other. Use to connect a mic with XLR connector to
equipment wish a V:" input jack. Magnetic shielding helps
reduw noise and hum. #33-4012

Speaker terminals

#274-632

#274-631

Speaker terminal plates. For secure hookups. Great
for custom speakers or upgrading older speakers.

Description Cat. No.

Gold-plated 2 -position terminal

Gold-platec 2 -position terminal

and phono jack

Speaker terminal for Megacablee,

accepts banana plugs

8 -position pushbutton terminal

4 -position pushbutton terminal

274-632

274-631

274-630

274-623

274-622
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