
40 Microphones for stage,_public address and recording.

Audio-Technica® VHF
wireless microphone system
Clear sound and cordless freedom with up to 200-

ft. range. Rugged wireless dynamic mic has a
unidirectional pickup pattern to help reduce
feedback. Receiver includes a docking AC adapter
and connects to any PA amplifier, mixer or
recorder. (Requires shielded cable such as #42-2487 for
X" inputs, plus XLR adapter #274-017 for balanced
inputs.) Requires 9V battery. #32-1253

41-(14%'

NEW Audio-Technica VHF true -

diversity wireless mic system
Ideal for speakers or performers who move about
and when consistent sound is important. True -
diversity design has two antennas and two separate
receiver sections -dramatically cuts signal dropouts.
Up to 300 -ft. range. Rugged unidirectional dynamic
wireless mic. Receiver has 'A" and XLR balanced
outputs for hookup to any PA, mixer or recorder.
(Cable sold separately.) Requires 9V battery. #32-1255

Big selection of quality RadioShack wired mics

(1) Pro unidirectional dynamic. A superb mic for
vocalists and announcers. Single -direction pickup
helps cut feedback and background noise. Smooth
50-16,000Hz response. Nonslip body for a sure grip
even in humid conditions. Has wire -mesh windscreen
and oNoff switch. 16 -foot cable with XLR plug
connection to mic and 'A" plug at other end.

#33-3001

(2) Unidirectional dynamic. Ideally suited for vocal
use. Rugged die-cast zinc body is built to last. 100-
10,000Hz response. Wire -mesh windscreen, oNoff
switch. 20 -foot cable with XLR mic plug, A" plug at
other end. Includes holder #33-3004

(3) Dynamic unidirectional mic. Rugged, a good
choice for on-stage vocals. 80-14,000Hz. 20 -ft. cable
with A" plug 1:4,-'11 #33-3018

(4) Dynamic omnidirectional mic. Sensitive to
sound from all directions -useful for recording
meetings, groups of vocalists or musicians. ONoff
switch. 100-12,000Hz response. 6 -ft. cable, A" plug.
Includes stand clamp I:, - -a #33-3030

(5) Unidirectional dynamic. Quality all-purpose
microphone -an excellent value. Metal grille. 60-
16,000Hz response. 12 -ft. cable with A" plug.
Includes swivel mic holder. #33-3021

(6) Mic for microcassette recorders. 3 -ft. cord
with a (C' mono plug to fit most microcassette
recorders. 'A" plug adapter allows use with standard
cassette recorders, too. 100-10,000Hz. #33-3019

(7) Headset microphone with gooseneck boom.
Great for stage, PA or DJ use. Just plug into your
amplifier for hands -free convenience or add the
900MHz transmitter and receiver (#32-1252 and #32-
1250, at right) to eliminate trailing wires. Unidirectional
microphone provides 100-12,000Hz frequency
response. Adjustable headband. Includes oNoff
switch with belt clip, power supplywith 16 -ft. cord,
gold-plated 'A' plug, A" adapter. litt-*:1.1 #33-3012

(8) Omnidirectional conference microphone.
Provides high -quality 360° pickup -ideal for recording
business conferences and meetings. 30-18,000Hz
response. Battery/control box with oNoff switch. 20 -
ft. cable with 'A" plug RSSP #33-3022

(9) Hands -free tie -clip electret mic. 70-16,000Hz
(9) response. 1000 ohms. 3A" -foot cord with 'A" plug.

On/off switch. With battery. #33-3013

SHOP 3 WAYS!  In Store at 7000 Locations  Call Toll -Free 1-800-THE-SHACKe  Online at RadioShack.com

1:4t: -;J

Hands -free wireless mic system
Crystal -controlled 49MHz system delivers excellent clarity and range
up to 200 feet. Tie -clip mic connects to a compact transmitter with a
standby/talk switch and belt clip. The receiver has an output level
control plus mic and line -level outputs for connection to virtually any
amplifier or recorder. Requires 2 "AA" batteries. Receiver: UL listed
AC (or add DC adapter #270-1558/M, extra) RSSP #32-1221

8 -channel, 900MHz wireless microphone
This rugged, high -quality microphone provides great sound and
range up to 200 feet. It can be set to any one of eight 900MHz
frequencies -perfect for use with our 900MHz wireless receiver
(#32-1250, below). Cardioid pickup pattern cuts background noise and
feedback. Features include flashing LED low -battery indicator, oNoff
and mute/talk switches. Approx. 21A diameter, 914" long. Requires
9V battery #32-1251

8 -channel, 900MHz
wireless transmitter

Clip it to your belt, plug in a mic or instrument, and you're ready to
speak or perform free from wires. Great for use with our 900MHz
wireless receiver (#32-1250, below), it can be set to any one of eight
frequencies. Provides range up to 150 feet. Features compander
noise -reduction system, separate mic and line input jacks, and LED
low -battery indicator. Approx. 3Ax2Xx1". Requires 9V battery.

#32-1252

900MHz wireless receiver
The companion receiver for our 900MHz wireless mic and wireless
transmitter above is equipped with both XLR and unbalanced
outputs -connects to virtually any PA amp, audio mixer or recorder.
(Requires cable with appropriate plugs, sold separately.) It can be set
to any one of eight 900MHz frequencies for use in a system with up
to 8 wireless mics or instruments. (Separate receiver required for
each mic or instrument.) Bass, treble and volume controls. Approx.
2Ax87Ax53/r". Includes UL listed AC adapter #32-1250


