
140 IC sockets and tools, heat sinks, prewired kits, electronics workstation.

IC sockets, heat sinks and handling tools

Solder -type DIP IC sockets. Closed -bottom design helps
prevent flux contamination and wicking. Rated 1 amp with
withstanding voltage of 1000VDC (1 minute).

Number of Pins Spacing Cat. No. Pkg. of

8 0.300" 276-1995 2

14 0.300" 276-1999 2

16 0.300" 276-1998 2

18 0.300" 276-1992 1

20 0.300" 276-1991 1

40 0.600" 276-1996 1

Stop zapping expensive chips!
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(1) PLCC square extractor set. Spring -assisted tool for easy and safe removal
of 18 to 124 -lead PLCC devices from sockets. #276-2101

(2) IC inserter/extractor set. For 6 to 40 -pin DIPs. #276-1581

(6): (7)

-4
Heat sinks and mounting hardware
for power transistors and other semiconductors
(3) TO -220 heat sink. For PC board -mounted power semiconductors in
TO -220 cases. Anodized aluminum. #276-1363

(4) High-perfformance TO -2201T0-202 heat sink. Provides more heat
dissipation than pressed metal. #276-1368

(5) TO -220 mounting hardware kit. For a power semiconductor in TO -220
case. Includes screws, washers and mica insulators. #276-1373

(6) Heat sink grease. Assures proper heat transfer between power
semiconductor and heat sink. 6.5 grams. #276-1372

(7) Soldering heat sink*. Clips to leads of transistors, semiconductors and
small passive devices so you can solder them without heat damage. #276-1567

*California residents: WARNING: This product contains, or when used for soldering and other similar

applications produces, chemicals known to the State of California to cause cancer and birth defects (or
other reproductive harm).

Our prewired kits are ready to build into your own projects

Prewired! Bright LED
flasher is great for
displays, safety,
fun-even to help
deter theft

Ready to use-just install two "AA" batteries (extra)
and watch the bright -red 5mm LED flash about once
per second. Power -saving design with %duty cycle
provides about three months continuous operation
with standard batteries. Use it for store displays,
safety reminders, parties, posters, model railroads,
hobby projects and wherever you need a little flash
to lighten things up. You could even put it in a
vehicle to make it look like it's protected by an alarm
system! Molded battery box (about 23/4x1Xx3/4") has
on/off switch and is prewired with 8" leads to the
LED module. #276-299

Prewired! Digital voice recorder kit
The simple way to add a unique dimension to your
projects. Stores and plays back up to 20 seconds of
sound-speech, music, sound effects, you name it.
Build a memo recorder, message pad, even a box that
says something funny at the push of a button.
Includes switches, speaker, battery snap, microphone
and circuit examples. Requires 9V battery. #276-1323

Prewired! Versatile mini audio amplifier
Built-in speaker. Has dozens of uses. Great for projects, as a test amplifier
or signal tracer. High -gain IC circuit. With V earphone and input jacks,
volume control. 336" high. Requires 9V battery or AC adapter #273-1767/M. #277-1008

Proto-Board® workstation
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With a function generator and power supply built in,
this workstation is ideal for prototyping analog,
digital and microprocessor circuits using up to 24 DIP
ICs with up to 14 pins. Function generator provides
adjustable sine, square and triangle waveforms plus
TTL pulses. Power supply delivers 5VDC and two
outputs variable from ±2 to ±15VDC. Features
include eight logic indicators, two digital pulsers and
a speaker. 61Ax16x1l'A" . #910-4093

Red numbers available only through www.RadioShack.com, by special order at our stores or at 1 -800 -THE -SHACK®. For shipping and pricing information, see page 3.


