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RadioShack AC adapters are the smartchoice.

Select the Right
AC Adapter

For portable CD player, radio, handheld
video game, pocket TV, other device

Adapters let you use portables on home AC or car DC power. An
adapter can pay for itself with money saved on batteries. To use one,
a portable must have a DC input jack or use a 9V battery.

Voltage

Current

Plug

Polarity

Check the following:

of portable device and adapter must match.

of adapter must be equal to or more than
the current required by portable.

on adapter must exactly fit jack on portable.

of adapter (+, -) must match polarity of
portable.

Most DC input jacks have a symbol nearby that looks like one of these:

(B)

Symbol A means the outside of the jack is positive (+) and the inside is
negative (-). Symbol B means the reverse. The adapter's plug must match
portable's DC input jack. Positive on the adapter's plug must connect to
positive on the portable's DC input jack; negative must connect to negative.

UL listed

Voltage & current

printed on front

Universal
Adaptaplug
socket

Polarized plug
fits one way into a
polarized outlet

Finger grips for easy
insertion and removal

Thick, rugged
plastic housing

Tough strain
reliefs resist
pulling

6 -foot cord-
no tight setups

Why buy RadioShack adapters?
An adapter pays for itself. No need to keep buying and swapping batteries around.
Enjoy unlimited use of portable equipment.

Built-in noise filtering. A filtered output is offered on most of our new adapters-this helps
reduce audio hum and distortion when used with many portables.

Regulated output. Keeps electrical voltage constant and protects electronic equipment
from power fluctuations.

More choices for best match. Since there are more electronic devices on the market today,
we've added more DC adapters with varying amperage and current values. This is important
because an adapter's current (mA) must be equal to, or more than, the current of the portable
to be powered. A near match or a mismatched adapter could damage the portable.

UL listed. Every adapter is constructed to UL standards.

Adapter accessories
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Female -to -female Adaptaplug socket
cable. Works with Adaptaplugs to replace
power cords on camcorders, wireless
phone chargers and more. #273-1740

Hobby power leads Adaptaplug.
Two -pin plug on one end, tinned leads
on the other. 6" cord. #273-1742

Replacement Adaptaplug socket. 4"
leads. Partially stripped for convenient use.
#273-1743

6 -ft. Adaptaplug extension. Male 2 -pin
Adaptaplug at one end, female
Adaptaplug socket at the other. #273-1641

EIAJ plug set. Package of four.
A, B, C, D. #273-1646

6" Y -adapter cord. Accepts two 2 -pin
Adaptaplugs. Power two devices from a
single AC adapter. #273-1744

, 9 -volt Adaptaplug cord. Use with an
, AC adapter to power a 9V portable device.

#273-1745

Adaptaplugs
(Choose one with purchase

of select adapters*)

0
(A)

0.D.: 2.3mm.
I.D.: 0.7mm.

(B)

0.D.: 4.0mm.
I.D.: 1.7mm.

#273-1704 #273-1705

(C) (D) (E) (F)

0.D.: 5.5mm.
0.D.: 4.7mm. I.D.: 3.3mm V (2.5mm) le (3.5mm)
I.D.: 1.7mm. w/0.9mm pin. submini plug. mini plug.
#273-1706 #273-1707 #273-1708 #273-1709

(G) (H) (I) (J)

0.D.: 3.0mm. 0.D.: 3.4mm. 0.D.: 3.8mm. 0.D.: 5.0mm.
1.D.: 1.1mm. I.D.: 1.3mm. I.D.: 1.1mm. I.D.: 1.5mm.
#273-1710 #273-1711 #273-1712 #273-1713

(K)

0.D.: 5.0mm.
I.D.: 2.1mm.
#273-1714

(0)

0.D.: 5.5mm.
I.D.: 2.8mm.
#273-1718

(L)

0.D.: 5.0mm.
I.D.: 2.5mm.
#273-1715

O

(Q)

0.D.: 6.3mm.
I.D.: 3.0mm.
#273-1720

0 0

(M) 1 (N)

0.D.: 5.5mm. 0.D.: 5.5mm.
I.D.: 2.1mm. I.D.: 2.5mm.
#273-1716 #273-1717

(R)

0.D.: 6.9mm.
I.D.: 4.2mm
w/0.7mm pin.
#273-1721

(S)

0.D.: 5.5mm.
I.D.: 1.5mm.
#273-1722

*Applies to most adapters without plugs; offers must be clearly marked on box.


