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(5)

(1) 12VDC lighter -style plug with 8 -ft. cord and
on/off switch. Green LED power indicator. Cord has
prestripped leads. Includes 10 -amp fuse #270-1559

(2) 12VDC lighter -style plug with 8 -ft. coiled cord
& 4 Adaptaplugs. Includes plug sizes A, B, H, M; fit a
variety of radar detectors and other 12VDC
equipment. Plug has on/off switch, green LED
indicator, and includes fuse. Rated 2 amps. #270-1594

(3) Heavy-duty 12VDC lighter -style plug with
8 -ft. cord and Adaptaplug'" socket. Socket accepts
an Adaptaplug to connect a variety of equipment.
Lighter plug has green LED indicator. Includes 5 -amp
fuse. #270-1558

(4) Standard 12VDC fused cord and DC plug.
Lighter plug at one end, type M plug at other end to
fit a radar detector or other equipment. 2 -amp fuse.
#270-1533

(5) 10 -ft. coiled 12VDC extension cord. Lighter -
style plug at one end, lighter socket at other. Great for
connecting a 12VDC TV or other accessory in the back
seat. Green LED power indicator. Fuse protected. Rated
3 amps. #270-1592

(6) (6) 10 -ft. 12VDC extension cord. Like #270-1592
but has a noncoiled cord and includes a 10 -amp fuse.
#270-1557

(7) 12VDC lighter socket with battery clips.
Attaches directly to car battery. Use to power 12VDC

(7) trouble lights, vacuum cleaners, inverters, etc. with
lighter -style plug. 17" cord. #270-1527

(8)

(8) Heavy-duty 12VDC lighter -style plug.
Solderless. Green LED indicator. Accepts 18 to 20 -
gauge wires. With 7.5 -amp blade fuse. #270-1509

Economy 12VDC lighter -style plug. Solderless.
Accepts 14 to 16 -gauge wires. Rated 6 amps. #274-331

ii(9) Heavy-duty 12VDC lighter -style plug with
banana posts. Accepts two wires or banana plugs.

(9) Includes 10 -amp fuse. #270-1521

(10)

(12)

(13)

(14)

(15)

(10) 12VDC accessory outlet. Accepts lighter -style
plug. Includes 3 -ft. hookup wires, in -line fuse and
mounting hardware. Rated 10 amps. #270-1556

(111 Triple 12VDC accessory outlet. Accepts up to
three lighter -style plugs. Can be plugged into existing
vehicle light?r socket or hard -wired to vehicle. Includes
in -line fuse cord, self-adhesive tape and mounting
hardware. #270-1561

(12) 2 -outlet 12VDC Y -adapter. Plug two devices
into one lighter sockel-a radar detector and a cellular
phone, for example. Rated 8 amps total. #270-1535

(13) Modular 2 -outlet 12VDC adapter. Lets you
plLg two devices into one lighter socket. Lighted green
ring makes it easy to plug in accessories in the dark.
Rugged, fuse -protected. Convenient pivoting head.
Rated 10 amps total. #270-1525

(14) Triple -outlet 12VDC adapter. Overload
protection circuit. 12 amps total. Rugged construction.
#270-1554

(15) Adjustable triple -outlet 12VDC adapter. Neck
acjusts up to 90° for easier access. LED indicator. 10-
anp fast -blow fuse protection. #270-1550

(16) 12VDC adapter with 6 -ft. cord and
Adaptaplug socket. Provides 10 -amp fuse -protected
lighter -style outlet for an accessory plus a 3A fuse -
p otected cord for a second accessory. Socket on cord
accepts an Adaptaplug. #270-1551

Automotive switches, electrical tester and accessory cables

(18) (19) (23'; (24)

(20)
(21) (22)

(17) SPST lighted rocker switch. Rated 30A. A6" mounting hole. #275-712

(18) DPDT momentary flip switch. Spring -return to center off position. 20
amps #275-709
(19) DPDT flip switch. Center off. Rated 20 amps. #275-710

(20) Dual 20A SPST flip switches and panel. #275-702

(21) SPST lighted flip switch. Rated 20 amps. #275-706

(22) SPST flip switch. Rated 16 amps. #275-701

(25)

(27)

(23) SPST heavy-duty flip switch Rated 25 amps. #275-708

(24) 30 -amp SPST automotive relay. For switching lighting and other
automotive accessories. #275-226

(25) Automotive electrical tester. Tests alternator and battery. Six LEDs
indicate various charging system conditions and faults. Magnet on the back lets
you position the tester on any convenient steel surface. #22-112

(26) 2 -conductor accessory cable. 12" long. Polarized plug and jack. 270-026

(27) "Blade" fuse holder. For fuse up to 30 amps. #270-1213

Automotive switches are rated for use on 12VDC only.


